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Finiture cromatiche / Colour finishes Led DV702Led DV702

Moduli bancone e fianchi ⁄ Reception units and sides

Bianco lucido ⁄
Glossy white

Bianco ⁄ 
White

Alluminio ⁄
Aluminium

Alluminio ⁄
Aluminium

Opalino bianco + telaio alluminio ⁄
Opal white + aluminium frame

Retrolaccato bianco ⁄
Rear lacquered white

Bianco ⁄ 
White

Rovere chiaro ⁄
Light oak

Rovere chiaro ⁄
Light oak
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Noce “Maroncelli” ⁄ 
“Maroncelli” walnut

Noce “Maroncelli” ⁄ 
“Maroncelli” walnut
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Pannelli verticali sp. 1.8 cm in melaminico  o laminato  ⁄
Vertical panels 1.8 cm thick in melamine  or laminate 

Zoccoli e profili in alluminio ⁄
Base metal frames and profiles in aluminium

Gambe terminali – intermedie in tubolare metallico ⁄
Tubular metal end – intermediate legs

Pannelli Led sp. 0.4 cm, in Metacrilato ⁄
Led panels 0.4 cm thick, in Methacrylate

Top sp. 1.5 cm, in vetro temprato retrolaccato ⁄
Top 1.5 cm thick, rear-lacquered tempered glass

Piani di lavoro sp. 1.8 cm, in melaminico ⁄
Worktops 1.8 cm thick, in melamine

Note

Su specifica richiesta è possibile ordinare abbinamenti tra pannelli e piani di lavoro diversi da quelli previsti a listino. Eventuali richieste di pannelli in metacrilato con illuminazione Led con 
colorazioni e finiture differenti, verranno valutate di volta in volta dall’ufficio co mmerciale. ⁄ On specific request, front panels, side panels, and worktops can be su             pplied in non-standard    
finishes. Requirements for special finishes for the methacrylate Led panels with lighting will be studied case by case by the commercial department.
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